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Excelon® modular system

B72G, B73G, B74G Filter/Regulators

Excelon® design allows in-line
installation or modular installation
with other Excelon® products

High efficiency water and particle

removal

Quick release bayonet

bowl

Push to lock adjusting knob with
tamper resistant accessory

— Optional quarter turn manual drain

B72G
Technical data
Fluid: Operating temperature*: Materials B73G & B74G:
Compressed air, neutral gases Transparent bowl: B72G: Body: aluminum
NOTE: Contact technical support  -30° to 125°F (-34° to 50°C) Body: zinc Bonnet: (73) Zinc, (74) aluminum

for use with other media.

Maximum pressure:
Transparent bowl:

150 psig (10 bar)

Metal bowl:

250 psig (17 bar)

B72G metal bowl w/ auto drain:
150 psig (10 bar)

Ordering information

Models listed include PTF threads, knob adjustment, automatic drain, metal bowl with liquid level indicator,

Metal bowl:

(72) -30° to 150°F (-34° to 66°C)
(73, 74) -30° to 175°F (-34°

to 80°C)

* Air supply must be dry enough
to avoid ice formation at
temperatures below 35°F (2°C).

Bonnet: acetal

(Zinc on 250 psi model)

Valve: Polypropylene and TPV
Transparent bowl: polycarbonate
Metal bowl: zinc

Liquid level indicator lens (metal
bowl): transparent nylon
Element: sintered polypropylene
Elastomers: chloroprene & nitrile

Transparent bowl: polycarbonate
Guarded transparent bowl:
polycarbonate with aluminum
Metal bowl: aluminum

Liquid level indicator lens

(metal bowl):

transparent nylon (Pyrex optional)
Element: sintered polypropylene
Elastomers: chloroprene & nitrile
Valve: polypropylene and TPV

40 pm element, relieving diaphragm, 5 to 150 psig (0.3 to 10 bar) outlet pressure adjustment range* with gauge.

1SO Symbols Port size Model Flowt scfm (dm?3/s) Weight b (kg)
o o 14" B72G-2AK-AE3-RMG 80 (38) 1.3(0.59)
— — — —
| ! | ! 3/8" B73G-3AK-AD3-RMG 123 (58) 1.76 (0.82)
I T 172 B73G-4AK-AD3-RMG 123 (58) 176 (0.82)
= J_, [l
1 y 1 o
. . 1/2" B74G-4AK-AD3-RMG 212 (100 259 (117
Automatic Manual Drain 100 @17
Relieving 3/4" B74G-6AK-AD3-RMG 212 (100) 2.55(1.16)

*Qutlet pressure can be adjusted to pressures in excess of, and less than, those specified. Do not use these units to control pressures outside of the specified ranges.
T Typical flow with 150 psig (10 bar) inlet pressure, 90 psig (6.3 bar) set pressure and a 15 psig (1 bar) droop from set.
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Option selector

B7XxG-% % k- %%k *k-R*x%

Series Substitute «——————| L > Gauge Substitute
72 2 With G
73 3 Without N
74 4 Outlet pressure Substitute
Port size Substitute <« adjustment range*
1/4"(72,73) 2 5 to 60 psig (0.3 to 4 bar) F
3/8"(72,73,74) 3 5 to 150 psig (0.3 to 10 bar) M
1/2"(73,74) 4 10 to 250 psig (0.7 to S
3/4" (74) 6 17 bar)
Threads Substitute <€ ——— > Diaphragm Substitute
PTE A Relieving R
ISO G parallel G > Element Substitute
Adjustment Substitute < 5pm 1
Knob K 40 um 3
T-bar T > Bowl Substitute
Drain Substitute < Metal w/ liquid level D
indicator (724, 73, 74)
1/4 turn manual Q —
- Long metal w/ liquid level E
Auto drain A indicator (72)
1 72 Series auto drain is available only with long bow!l option. Long transparent (72) L
* Outlet pressure can be adjusted to pressures in excess of, and Transparent with guard P
less than, those specified. Do not use these units to control
(73, 74)
pressures outside of the specified ranges.
**250 psig (17 bar) outlet pressure range units are available with Transparent bowl (72", 73) T
t-handle adjustment only and standard metal bow!l options
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Accessories
Wall mounting Neck mount-  Gauge Panel Tamper resistant  Pipe adapters Quikclamp® Quikclamp®and Replacement
bracket* ing bracket 0...160 psig hut cover and seal (quantity of 1) (NPT) (quantity of 1) wall bracket elements
wire (quantity of 1)
X )
— O V; Ui
4 J
B72G 4224-50 74316-50 18-015-212  4248-89 4255-51 4215-02 (1/4) 4214-51 4214-52 5925-03 (5pum)
4215-03 (3/8) 5925-02 (40pm)
B73G 4424-50 4461-50 18-015-209 5191-88 4455-51 4315-01(1/4) 4314-51 4314-52 4438-01 (5um)
4315-02 (3/8) 4438-03 (40pm)
4315-03 (1/2)
4315-04 (3/4)
B74G 4324-50 4368-51 18-015-209 4348-89 4355-51 4315-02 (3/8) 4314-51 4314-52 4338-04 (5um)
4315-03 (1/2) 4338-05 (40um)
4315-04 (3/4)
* Bracket kit does not include wall mounting screws.
Mounting bracket Service kits Neck mounting brackets
B Item Type Part Number B72 “
72G Relieving  4383-500
73G Relieving  4383-600
74G Relieving  4383-700
B73
Series A B G D E F G H
72 236 165 154 073 016 150 024 201
73 264 236 189 075 028 150 024 240
74 311 272 197 079 020 201 024 240 77(’_';“ rz‘ ‘TEJ
pu S
Series Drain A B C E F G H Panel Panel “—?J EP—EP’?? = T
type (4] depth f K o
72 Auto 551 752 102 287 197 189 138 157 O0to.16
Sprp o IR S s L e e u e
ﬁiﬁg',“;;”;‘;rl‘eaquired Manual 615 850 122 378 268 244 220 189 07to.25 2 031193150 250118 094 - 017 031 0.59
to remove bowl, 74 Auto 635 906 122 500 315 291 220 205 07t02s o 067232150276 130150 098028 = -
Manual 695 969 122 500 315 291 220 205 .07t0o.25 74 0.94 350 2.05 3.39 2.20 1.38 091 0.28 — -

Typical performance characteristics

B72 FLOW CHARACTERISTICS

B74 FLOW CHARACTERISTICS

B73 FLOW CHARACTERISTICS

2 i’ T T T T T T T | 2[PORTSIZE: 378" o 2 PORT SIZE: 1/2", ELEMENT: 40 m
N PORT SIZE: 1/4" ELEMENT: 40 m__| 2 |ELEMENT: 40 m gl 2 INLET 100 psig (7 bar g)
124 INLET PRESSURE: 150 psig (10 bar g) INLET PRESSURE: 100 psig (7 bar) RANGE: 5 to 150 psig (0.3 to 10 bar)
RANGE: 5 to 150 psig (0.3 to 10 bar) RANGE: 5 to 150 psig (0.3 to 10 bar)
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