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INDUSTRIAL GASES
 

DF-C 0050 - 1450
Cyclone Separator                                               

MAIN FEATURES & BENEFITS

•  Innovative cyclone insert for high retention rate and low pressure loss

•  Intelligent overall concept meet requirements of industrial air purifica-

     tion

•  Flow -optimised design, minimum pressure loss for economic compres-	

     sed air purification (saving of energy costs)

•  Compact, service friendly construction due to bayonet fixing, low space 

requirement and simply handling during exchange of filter element

•  Dip coating for longtime corrosion protection as well as with aggressive 	

      condensates

INDUSTRIES

Technical alterations reserved (12/2025)
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•  Chemical and pharmaceutical industry

•  PCB assembly and CD manufacturing

•  Surface finishing 

•  Maschine building industry and plat engineering /

      construction

  

•  Energy and power generation

The cyclone separators DF - C are designed for the  proces-

sing of compressed air or other gases in industrial applica-

tions.

The units offer a high degree of separation over a  large 

flow range with small pressure losses.  This is ensured by 

an innovative spin insert and a flow-optimised design of the 

housing.

This product series DF - C offers 8 different housings with a 

flow range between 50 and 1450 m³/h (related to 7 bar (g)).

The cyclone separator is conform to the requirements of 

the European directive 2014/68/EU for pressure vessels.

PRODUCT DESCRIPTION
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PRODUCT DESCRIPTION

Industrial Gases DF-C 0050 - 1450

Through the innovative insert in the cyclone head  the inlet 

air flow is moved into a fast rotating drive, which centrifu-

ges larger particles due to their mass inertia against the 

inner housing wall. Through friction with the housing the 

particles lose part of their kinetic energy and slide down 

with reduced speed towards housing ground. The collected 

condensate on the housing ground is removed via conden-

sate drain, while the purified compressed air is made avai-

lable to the system.

Two versions are available:

Standard: Type with time controlled condensate drain UFZ

Superplus: Type with level-controlled condensate drain 

UFM-D

The DF-C cyclone separators are designed and developed for the

following applications:

•	 Central compressed air processing:

- Removal of liquids and aerosols downstream aftercoolers

- Pre-purification stage upstream high efficiency filters

PRODUCT SPECIFICATION

Features Benefits

Flow-optimised design of the housing Low pressure losses, thereby saving energy costs

Innovative spin insert High retention rates over a large volume flow range

Intelligent overall concept
Series range, retention rates and available options perfectly meet require-
ments of industrial air purification. Adequate to the industrial filter series 
DF

Bayonet fixing between housing head and housing bowl Easy to use construction, simple inspection and cleaning of the housing

Housing cannot be opened under pressure due to bayonet lock High safety during operation

Housings immersion-laquererd on the inside and outside surface Long -term corrosion protection, also against aggressive condensates

Options

UFM-D Electronic level-controlled condensate drain without compressed air losses

UFZ Time-controlled condensate drain

Wall bracket Distance to the wall gradelessly adjustable

Connection adapter Intelligent adapter solution for filter combination
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PRODUCT SPECIFICATION

Industrial Gases

Cyclone Separator DF-C 
Differential Pressures

No. Type Nominal flow m³/h 1) Δp 2)

mbar

1 0050 50 95

2 0120 120 60

3 0210 210 50

4 0320 320 65

5 0450 450 40

6 0750 750 55

7 1100 1100 70

8 1450 1450 130

¹) Volume flow related to 1 bar (absolute) / 20°C
2)  Differential pressure related to 8 bar (absolute) operating pressure

DF-C 0050 - 1450

Full retention rate related to 8 bar a:

≥ 5 μm 99%

≥ 10 μm 100%
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Industrial Gases

Classification acc. to 2014 / 68 / EU for fluids group 2

DF -C 0050 - 
DF - C 0320 Art. 4, Abs. 3

DF -C 0450 - 
DF - C 1450 Cat. I

Max. operating pressure 16 bar

Test pressure 22.9 bar

Perm. operating temperature +1°C / +65°C 

DF-C 0050 - 1450

MATERIALS / DIMENSIONS

Size
Flow rate*

m³/h
Volume

(l)
Weight

(kg)
A

mm
B

mm
C D

mm
E

mm
F

mm
Ø G
mm

H
min./ max.

mm

I
mm

0050 50 0.28 0.78 254.5 76 G 3/8 222.0 50 63 66 16.0 84

0120 120 0.56 1.12 297.0 103 G 1/2 257.5 50 63 85 14.5 / 45.0 107

0210 210 1.47 2.18 382.0 139 G 3/4 335.5 60 63 116 15.5 / 66.0 150

0320 320 1.47 2.18 382.0 139 G 1 335.5 60 63 116 15.5 / 66.0 150

0450 450 5.42 5.32 586.0 190 G 1 1/2 523.0 70 63 160 25.0 / 95.0 190

0750 750 5.42 5.32 586.0 190 G 2 523.0 70 63 160 25.0 / 95.0 190

1100 1100 5.42 5.32 586.0 190 G 2 523.0 70 63 160 25.0 / 95.0 190

1450 1450 5.42 5.32 586.0 248 G 2 1/2 523.0 70 63 160 25.0 / 95.0 190

* Nominal flow at 7 bar g, m³/h related to 1 bar abs. and 20°C

Materials

Filter housings Aluminium die cast

Float drain Brass

Sealing / O-Ring Viton / NBR

Pos. Pcs. Description

1 1 Upper housing bowl

2 1 Lower housing bowl

3 1 Condensate drain UFZ

4 2 Wall bracket (optional)

8 7

4 3 2 1

6 5 4 3
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Größe Durchfluss Inhalt Gewicht A B C D E F øG H I
size flow m³/h volume (l) weight (kg) min. / max.
0050 50 0,28 0,78 254,5 76 G 3/8 222,0 50 63 66 16,0 84
0120 120 0,56 1,12 297,0 103 G 1/2 257,5 50 63 85 14,5 / 45,0 107
0210 210 1,47 2,18 382,0 139 G 3/4 335,5 60 63 116 15,5 / 66,0 150
0320 320 1,47 2,18 382,0 139 G 1 335,5 60 63 116 15,5 / 66,0 150
0450 450 5,42 5,32 586,0 190 G 1 1/2 523,0 70 63 160 25,0 / 95,0 190
0750 750 5,42 5,32 586,0 190 G 2 523,0 70 63 160 25,0 / 95,0 190
1100 1100 5,42 5,32 586,0 190 G 2 523,0 70 63 160 25,0 / 95,0 190
1450 1450 5,42 5,32 586,0 248 G 2 1/2 523,0 70 63 160 25,0 / 95,0 190

zul. Betriebsüberdruck

min. working pressure

Prüfdruck

test pressure

Auslegungstemperatur

design temperatur housing

zul. Betriebstemperatur

premissible working temperature
: +1°C / +65°C

: 16 bar (g)

: 22,9 bar (g)

: -20°C / +120°C

1

2

3

Pos. Stck. Benennung

Pos. piece description

Gehäuseoberteil

Upper housing bowl

Gehäuseunterteil

Lower housing bowl

Ableiter UFZ

Condensate drain UFZ

Wandhalter (optional)

Wall bracket (optional)
4 2
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Technical Data Sheet No. F119059 EN (12/25) DF - C Cyclone Separator. 
©2025 Donaldson Company, Inc. Donaldson and the color blue are marks of Donaldson Company, Inc.  
All other marks belong to their respective owners. All rights reserved. 

Important Notice: Many factors beyond the control of Donaldson can affect the use and performance of Donaldson products in a particular application, including the conditions under which 
the product is used. Since these factors are uniquely within the user’s knowledge and control, it is essential the user evaluate the products to determine whether the product is fit for the 
particular purpose and suitable for the user’s application. All products, product specifications, availability and data are subject to change without notice, and may vary by region or country. 

Contact us

Donaldson Europe BV
Research Park No. 1303, Interleuvenlaan, 1
B-3001 Leuven, Belgium
Telephone: +32 (0) 16 38 38 11

    For more information please contact your Donaldson Sales Representative and visit our website at www.donaldson.com.

Explore our solutions 
at shop.donaldson.com

Industrial Gases DF-C 0050 - 1450

MATERIALS / DIMENSIONS

Pos. Pcs. Description

1 1 Upper housing bowl

2 1 Lower housing bowl

3 1 Ball valve

4
DF-C 0050 -320 1 Condensate Drain 

UFM-D05

5
DF-C 0450-1450 1 Condensate Drain 

UFM-D10

6 2 Wall bracket (optional)

Materials

Filter housing Aluminium die casting

UFM-D Aluminium / reinforced 
polymer

Sealings / O-ring Viton / NBR
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Größe Durchfluss Inhalt Gewicht A B C D E F øG H I K
size flow m³/h volume (l) weight (kg) min. / max.
0050 50 0,28 1,34 375,0 76 G 3/8 342,5 70 183,5 66 16,0 84 183,0
0120 120 0,56 1,68 417,5 103 G 1/2 378,0 70 183,5 85 14,5 / 45,0 107 193,0
0210 210 1,47 2,74 503,0 139 G 3/4 456,5 70 183,5 116 15,5 / 66,0 150 208,0
0320 320 1,47 2,74 503,0 139 G 1 456,5 70 183,5 116 15,5 / 66,0 150 208,0
0450 450 5,42 5,88 739,0 190 G 1 1/2 676,0 70 215,5 160 25,0 / 95,0 190 242,5
0750 750 5,42 5,88 739,0 190 G 2 676,0 70 215,5 160 25,0 / 95,0 190 242,5
1100 1100 5,42 5,88 739,0 190 G 2 676,0 70 215,5 160 25,0 / 95,0 190 242,5
1450 1450 5,42 5,88 739,0 248 G 2 1/2 676,0 70 215,5 160 25,0 / 95,0 190 242,5

zul. Betriebsüberdruck

min. working pressure

Prüfdruck

test pressure

Auslegungstemperatur

design temperatur housing

zul. Betriebstemperatur

premissible working temperature
: +1°C / +65°C

: 16 bar (g)

: 22,9 bar (g)

: -20°C / +120°C

Pos. Stck. Benennung

Pos. piece description

Gehäuseoberteil

Upper housing bowl

Gehäuseunterteil

Lower housing bowl

Kugelhahn
Ball valve

Ableiter UFM-D05

Condensate drain UFM-D05

Ableiter UFM-D10

Condensate drain UFM-D10

Wandhalter (optional)
Wall bracket (optional)
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Pos. 4 = DF-C 0050 - 0320Pos. 4 = DF-C 0050 - 0320

Pos. 5 = DF-C 0450 - 1450

Pos. 5 = DF-C 0450 - 1450

I

6

Max. operating pressure 16 bar

Test pressure 22.9 bar

Perm. operating temperature +1°C / +65°C

Size
Flow rate*

m³/h
Volume

(l)
Weight

(kg)
A

mm
B

mm
C D

mm
E

mm
F

mm
Ø G
mm

H
min./ max.

mm

I
mm

K
mm

0050 50 0.28 1.34 375.0 76 G 3/8 342.5 70 183.5 66 16.0 84 183.0

0120 120 0.56 1.68 417.5 103 G 1/2 378.0 70 183.5 85 14.5 / 45.0 107 193.0

0210 210 1.47 2.74 503.0 139 G 3/4 456.5 70 183.5 116 15.5 / 66.0 150 208.0

0320 320 1.47 2.74 503.0 139 G 1 456.0 70 183.5 116 15.5 / 66.0 150 208.0

0450 450 5.42 5.88 739.0 190 G 1 1/2 676.0 70 215.5 160 25.0 / 95.0 190 242.5

0750 750 5.42 5.88 739.0 190 G 2 676.0 70 215.5 160 25.0 / 95.0 190 242.5

1100 1100 5.42 5.88 739.0 190 G 2 676.0 70 215.5 160 25.0 / 95.0 190 242.5

1450 1450 5.42 5.88 739.0 248 G 2 1/2 676.0 70 215.5 160 25.0 / 95.0 190 242.5

Classification acc. to 2014 / 68 / EU for fluids group 2

DF - C 0050 - 
DF - C 0320 Art. 4, Abs. 3

DF - C 0450 - 
DF - C 1450 Cat. I

* Nominal flow at 7 bar g, m3/h related to 1 bar abs. and 20°C

SUPERPLUS


